
handler Equipment Co. 
Gainesville, Georgia 30503 

Toll Free 1-800-243-3319 
www.chandlerequipment.net 

Trailer:  

 32’ – Heavy  Duty I-Beam 

Construction 

 Hutch Suspension 9700 – 

25,000 # (each axle) 

 Tires 255/70R 22.5  

 Sealed Beam Lights 

 ABS Brakes (air) 

Hydraulic System: 

 Tandem High Speed Pump – 

3500 PSI 

 50 – Gallon Oil Tank 

 10 Micron (absolute) Filter 

Assembly 

 Hydraulic Gate & Cleanout 

Doors 

 

Chandler RDT – 24 

Rear Discharge Semi-Trailer Tender 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

      Optional Equipment: Agri-Cover SRT 2 Roll Tarp Assembly 

 

 Faster Unloading  

(Full 24 Ton Load in 15 Minutes) 

 Standard Equipment such as Hydraulic 

Gates & Vibrators (options on other 

tenders) 

 

 Higher Capacity Hydraulic System  

 Heavy Gauge Material in Hopper 

 Hopper and Frame Bolted to Trailer  

Hopper Construction: 

 24 Ton Capacity (770 Cubic Ft.) 

 Available in 304 or 409 Stainless Steel 

 2” x 6” x ¼” Wall Tubing Frame (mild 
steel) 

Auger Assembly: 

 10” 304 Stainless Auger Tube 

 Auger - 9” – 304 Stainless Steel 

Flighting & Pipe 

Engine: 

 Duetz Three (3) Cylinder Diesel Oil/Air 

Cooled 

 Control Panel with Key Switch Start & 

Tachometer with Locking Throttle 

Control 

 46 Horse Power 

 26 -Gallon Poly Fuel Tank 
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A – Total Length – 530” (44’-2”) 
B – Hopper Length – 288” (24’) 
C – Trailer (tongue height) – 50” (4’-2”) 
D – Trailer Deck Length – 101” (9’-5”) 
E – Trailer Height – 42” (3’-6”) 

 

All Products and Specifications are subject to change without notice.  

handler Equipment Co. 
Gainesville, Georgia 30503 

Toll Free 1-800-243-3319 
www.chandlerequipment.net 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 
 

 

 

 

 

RDT – 24 Specifications” 

Hydraulic Clean Doors Hydraulic Gates Hydraulic Controls Vibrators 

304 Stainless Steel Grate inside Hopper 

F – Auger Discharge Height (lowered) – 126” (10’-6”) 
G – Auger Discharge Height (raised) - 182” (15’-2”) 
H – Discharge distance to Trailer (raised) - 104”(8’-8”) 
I – Discharge distance to Trailer (lowered) -130” (10’-10” 

Empty Weight: 17,620 # 

Self Contained Hydraulic System 
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